
i 

 

 

 

MINISTRY OF MINING, BLUE ECONOMY AND MARITIME 

AFFAIRS 

 

Request for Bids 

 

 

CONSTRUCTION OF NAMARET RESOURCE CENTRE 

 

 

Employer:   State Department for Blue Economy & Fisheries 

Project:  Kenya Marine Fisheries Socio-Economic 

Development Project (KEMFSED) 

Contract Title:  CONSTRUCTION OF NAMARET RESOURCE 

CENTRE 

Country:  Republic of Kenya 

Loan No./Credit No/Grant No.: 6540-KE 

RFBNo.:   KE-MOMBE&MA-KWL-2024-006-CW 

Issued on:   13TH FEBRUARY 2024 

 

VOLUME 4 OF 4 

 

DRAWINGS 
 
 

 

 
 Republic of Kenya 

 

Kenya Marine Fisheries Socioeconomic 

Development Project (KEMFSED) 

P.O. Box 58187-00200 

NAIROBI 
 

Co 

 



GSPublisherVersion 0.7.100.100GSPublisherVersion 0.5.100.100GSPublisherVersion 0.0.100 .100

GSPublisherVersion 0.0.100.100

Subject :

Client :

Project :

Consultancy :

Scale

Date:

Location :

Plot L . R. No.:

 Signature ........................

 Drawn by: Checked by : -

Drawing No.

.

Checked by : -

NOV 2023

1:100

PROPOSED KENYA MARINE
FISHERIES AND SOCIO-ECONOMIC

DEVELOPMENT

SHIMONI KWALE
 COUNTY

STATE DEPARTMENT FOR FISHERIES
AQUACULTURE AND THE BLUE

ECONOMY

RESOURCE AND TRAINING CENTRE.

ARPRIM CONSULTANTS
P.O BOX 12969-0040 NAIROBI
TEL: 020-884312/8
Website :www.arprimconsultants.com

CHRIS NGARE
B. Arch. (Hons),

F. TUNDULI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1552 )

J. MOMANYI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1122 )

rcc reinforced cement conrete

structural engineer

damp proof membrane

svp

wash hand basin

soil vent pipe

water closet

man hole

shower

mh

centre to centre

gt gully trap

damp proof course-under
all grd. fl. wallings

stain-less steel sink

st. eng/S.E.

pv

whb

wc

ic

shw

cc

dpc

NOTES

ss sink

ground levelgl

Meaning

dpm

 Abbreviations

inspection chamber
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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GENERAL
1. All materials and construction must comply with the national
building regulations (Act No. 103 of 1977) including all
amendments as well as the by-laws of the local authorities.
2. Dimensions to be confirmed on site.
3. Dimensions are taken to center lines or structural surfaces
and do not include finishes except where otherwise stated.
4. Drawings not to be scaled.
5. All dimensions are shown in mm unless otherwise stated.
6. Contractor to cross-check dimensions before comencing
construction and any descrepancies between this drawing and
others including those issued by consultants and nominated
subcontractors to be reported to the Architect for clarification.
CIVIL WORKS
1. All slabs at ground level to be poured over 1000 gauge
polythene sheeting on 50-75mm coral screed on 50-100mm
hardcore(coral rag base).
2. All soils under slab to be treated for termite control.
STRUCTURAL WORKS
1. All Structural works to Structural Engineer's Details.
2. All walls less than 200mm thick to be reinforced with hoop
wrought iron at every alternate course.
MECHANICAL
1. All plumbing and drainage works to comply with MOH and
Local Authority's requirements.
2. Drains passing beneath buildings and driveways to be
encased in 150mm concrete surround.
3. All mechanical work must be coordinated with electrical and
any conflicts be clarified before work begins.
4. Provide permanent ventilation above all doors and windows
except bathroom and toilet doors.
5. Water meter to be at least 300mm above ground level.
ELECTRICAL
1. All conduits must be laid before plastering.
FIRE
1. Minimum 4500 litres water reserve for hosereels to the
Approval of the Chief Fire Officer.
2. Automatic booster pump for FHRs to be provided to the
satisfaction of chief fire officer.
3. Heat/Smoke detectors to be provided with and Electrical
fire
alarm system to the approval of chief fire offcer.
4. Minimun 2x9 litre water and 1x4.5 Kg Co2 Fire
extinguishers
to be provided per at parking and stair areas to the approval
of
chief fire offcer.
5. Fire instructional notices and fire exits to be provided at
strategic positions
6. All internal partitioning material to be half hour
fireresistant.
7. All doors to fire-escape stair to be fire resistant with
automatic
door closer.
FLOOR
1. All concrete slabs strictly to engineer's details and
specifications.
2. Floor finishing on 25mm cement screed on 170mm thick
concrete floor slab to engineer's details and specifications on
375-micron polyethylene DPC on compacted filling as per
engineer's specifications. Treated  against termites .
PAVING
1. Brick paving to specialist's specifications, on clean river sand
on compacted filling in layers of 150mm MAXS
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications

Resource & Training Centre

1234

1 2 3 4 5 6 7

1234

A

AB

B

C

C

D

D

E

EF

F

G

G

H

HJ

JK

KL

L

M

M

N

N

22

44

55

66

77

88

O

O I

I

1 1

F

3 3

Washroom Detail

Main Stairs

Ramp

Auditorium 02

Kitchen

5,330 15,400 3,950 3,800 2,000 5,700 5,700 5,700 5,700 1,950 3,850 2,350 1,600 4,700

5,330 15,400 3,950 3,800 2,000 5,700 5,700 5,700 5,700 1,950 3,850 2,350 1,600 4,700

7,
74

0
2,

00
0

3,
80

0
7,

60
0

3,
80

0
2,

00
0

7,
74

0

7,
74

0
2,

00
0

3,
80

0
7,

60
0

3,
80

0
2,

00
0

7,
74

0

63,232

38
,6

48

63,232

39
,7

47

200
5,130

200
12,614

200
2,388

200
3,750

200
3,600

200
1,800

200
5,500

200
16,900

200
1,750

200
7,600

200
4,600

350 900 610
3,000 11,026 1,500 3,647 3,650

200
2,400 1,770 1,200 1,795 1,200 2,000 1,790 4,207 1,487 4,200 1,870 3,200 1,670 1,200 2,440 4,200 6,320

20
0

13
,3

40
20

0
7,

40
0

20
0

3,
50

0
20

0
9,

65
0

20
0

200
5,131

200
15,202

200
3,750

200
3,600

200
1,800

200
5,500

200
16,900

200
1,750

200
7,600

200

376 900 565
3,000 11,058

1,000
4,134 3,650

200
2,400 1,760 1,200 1,990 3,000 2,400 3,000 2,700 3,000 2,400 3,000 1,940 1,200 2,700 4,200 2,560

2,
90

1
4,

20
0

4,
30

0
3,

00
0

74
6

6,
80

0
85

0
3,

00
0

4,
12

0
4,

20
0

2,
97

2
20

0
7,

54
7

20
0

5,
59

9
20

0
7,

40
0

20
0

5,
60

0
20

0
7,

54
4

20
0

20
0

7,
55

0
20

0
1,

89
2

1,
75

0
30

5
1,

75
0

20
0

6,
52

0
30

0
2,

50
0

30
0

3,
48

1
20

0
7,

55
0

20
0

3,
75

0

200
2,555

200
15,190

200
10,140

200
1,900 22,800 14,450

200
1,950

200
1,600

200
1,600

200
1,800

200
1,800

200
1,700

200
3,600

200
16,900

200
9,550

200

20
0

3,
75

0
20

0
3,

60
0

20
0

20
0

4,
74

0
20

0
2,

00
0

20
0

40
0

20
0

1,
80

0
20

0
3,

60
0

20
0

5,
50

0
20

0
5,

50
0

20
0

1,
80

0
20

0
40

0
20

0
2,

00
0

20
0

4,
75

0
20

0

200
3,750

200
1,600

200
1,800

200
1,800

200
5,500

200
16,900

200
9,550

200

20
0

3,
74

5
20

0
3,

60
0

20
0

5,
60

0
20

0
7,

40
0

20
0

5,
60

0
20

0
3,

59
9

20
0

3,
74

5
20

0

+900+900

+900 +900

+900

+900

+900

+900

+1,800

+1,800

+1,800

+900

+900

+1
,2

00

+1
,5

00

+1
,8

00

+2
,1

00

+2
,4

00

+900

+1,800

+900

S-01
S-01

E-
01

E-02

E-
03

E-04

flexible partition

flexible partition

flexible partition flexible partition

Restaurant

Auditorium
300 pax

Landscaped
Coutyard

Multi-purpose
Space

Waiting
Area

Entrance

Female
w.c

Male
w.c

Female
w.c

Male
w.c

LIFT

01
LIFT

02

RAMP

UP

RAMP

UP

Office

Preparation Room

Stage

Corridor

Corridor Corridor

Corridor

aisle

aisle Reception

Outdoor Seating

Stairs

Stairs

Meeting
Room

Preparation Room

Back
Stage

fire
escape

Lactating
Room

air
Lock

air
Lock

cleaner's
closet

planter

Entrance
Lobby

Multi-purpose
Space

Multi-purpose
Space

Multi-purpose
Space

Multi-purpose
Space

Kitchen

Drop-off

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

600mm x 600mm
non-slip ceramic

tiles

600mm x 600mm
non-slip ceramic tiles

600mm x 600mm
non-slip ceramic tiles

600mm x 600mm
non-slip ceramic tiles

600mm x 600mm
non-slip ceramic tiles

600mm x 600mm
granito tiles

terrazo f.f
terrazo f.f

terrazo f.f

terrazo f.fterrazo f.f

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

p.w.d

RAMP

UP

RAMP

UP

chiller

freezer

co
ok

in
g 

isl
an

d
+

ho
od ho

t p
as

s

wash
area

du
ct

Office

fire
escape

fire
escape

store

cleaner's
closet

du
ct

du
ct

du
ct

ductduct

ductduct

SH

WC

Sound
Lock

p.w.d
access

p.w.d
access

RA
MP

up

RAMP
up

RAMP
up

I.C

I.C

I.C

I.C

TO BIO-DIGESTER

TO BIO-DIGESTER

FIRE
EXIT

FIRE
EXIT

FIRE
EXIT

FIRE
EXIT

p.vp.v p.v p.v

p.
v

p.vp.vp.vp.vp.v

p.v

p.
v

p.
v

p.
v

p.
v

p.
v

p.
v

p.
v

p.vp.vp.vp.v

p.vp.v p.v p.v p.v

p.
v

D-01

D-02

D-02D-02D-02

D-02

D-02D-02

D-02

D-02 D-02 D-02 D-02 D-02

D-03D-03
D-04

D-04D-04

D-04

D-04

D-04

D-05

D-05

D-06D-06

D-06D-06

D-04
D-04

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

15
m

m
 th

ic
k

po
ly

pr
op

yl
en

e 
ca

rp
et

w
ith

 b
ac

ki
ng

 c
ar

pe
t

15
m

m
 th

ic
k

po
ly

pr
op

yl
en

e 
ca

rp
et

w
ith

 b
ac

ki
ng

 c
ar

pe
t

600mm x 600mm
granito tiles

600mm x 600mm
granito tiles

W
-0

1
W

-0
1

W-01

W-01

W
-0

2
W

-0
2

W-02W-02W-02W-02W-03W-04

W
-0

5

W-02

W-02

W-03W-04

W
-0

5

W
-0

6

W-07 W-07

W-07 W-07

W
-0

6

La
nd

in
g

La
nd

in
g La

nd
in

g

RAMP
up

RAMP
up

p.w.d

D-05D-05

D-05

D-04

cleaner's
closet

storage

p.w.d

D-05D-05

p.w.d

D-04

Ground Floor

01-001-003



GSPublisherVersion 0.7.100.100GSPublisherVersion 0.5.100.100GSPublisherVersion 0.0.100 .100

GSPublisherVersion 0.0.100.100

Subject :

Client :

Project :

Consultancy :

Scale

Date:

Location :

Plot L . R. No.:

 Signature ........................

 Drawn by: Checked by : -

Drawing No.

.

Checked by : -

NOV 2023

1:100

PROPOSED KENYA MARINE
FISHERIES AND SOCIO-ECONOMIC

DEVELOPMENT

SHIMONI KWALE
 COUNTY

STATE DEPARTMENT FOR FISHERIES
AQUACULTURE AND THE BLUE

ECONOMY

RESOURCE AND TRAINING CENTRE.

ARPRIM CONSULTANTS
P.O BOX 12969-0040 NAIROBI
TEL: 020-884312/8
Website :www.arprimconsultants.com

CHRIS NGARE
B. Arch. (Hons),

F. TUNDULI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1552 )

J. MOMANYI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1122 )

rcc reinforced cement conrete

structural engineer

damp proof membrane

svp

wash hand basin

soil vent pipe

water closet

man hole

shower

mh

centre to centre

gt gully trap

damp proof course-under
all grd. fl. wallings

stain-less steel sink

st. eng/S.E.

pv

whb

wc

ic

shw

cc

dpc

NOTES

ss sink

ground levelgl

Meaning

dpm

 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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dpm

 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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1100mm x 1550mm heavy duty natural
anodised aluminium window complete with
80x55x3mm frames,mullions,transoms,railing and
necessary intermediate reinforcement elements
including all weather strips,rubber glazing strips,couplings
iron-mongery.

WALL-COPING
300mm x 50mm high precast concrete weathered

and throated on both sides and jointed to wall in
cement sand mortar 1:3 all to approval.

CLADDING
25mm thick dressed coloured cut mazeras stone cladding
jointed in mortar to approval.

WALL CLADDING
25mm thick dressed coloured cut mazeras stone

cladding jointed in mortar to approval
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anodised aluminium window complete with
80x55x3mm frames,mullions,transoms,railing and
necessary intermediate reinforcement elements
including all weather strips,rubber glazing strips,couplings
iron-mongery.

WALL-COPING
300mm x 50mm high precast concrete weathered

and throated on both sides and jointed to wall in
cement sand mortar 1:3 all to approval.

CLADDING
25mm thick dressed coloured cut mazeras stone cladding
jointed in mortar to approval.
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25mm thick dressed coloured cut mazeras stone

cladding jointed in mortar to approval
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 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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iron-mongery.

WALL-COPING
300mm x 50mm high precast concrete weathered

and throated on both sides and jointed to wall in
cement sand mortar 1:3 all to approval.

CLADDING
25mm thick dressed coloured cut mazeras stone cladding
jointed in mortar to approval.
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cladding jointed in mortar to approval
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WALL-COPING
300mm x 50mm high precast concrete weathered

and throated on both sides and jointed to wall in
cement sand mortar 1:3 all to approval.

CLADDING
25mm thick dressed coloured cut mazeras stone cladding
jointed in mortar to approval.
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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FLOOR FINISHES-SPACES
600mm x 600mm x 10mm thick granito
tiles architects approval fixed with tile

adhesive to approval

WALL FINISHES-SPACES
12mm thick two coat gauged cement lime and sand
 (1:2:9) plaster steel trowelled smooth to walls,finished

with three coats PVA based premium quality silk vinyl emulsion paint
  or other  equal  and approved.

FLOOR FINISHES-SPACES
Supply and fix approved 25 mm thick floor precast concrete floor tiles
 to approved pattern, sizes and colours;
 bedding and jointing in cement mortar (1:4)
grouting  joints with proprietary grouting laid on cement sand  bed (m/s);

ACOUSTIC CEILING
Approved suspended mineral fibre acoustic
ceiling lining tiles with taped and fillled joints
on and including metal grid system .

ACOUSTIC WALL PANELS
25mm thick decorative gloss melamine faced mdf panels
fixed on and including 50x50mm thick mvule framework running
horizontal and vertical to wall at every 600mm centre,cavity
infilled with 50mm thick compressed high density foam.
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Meaning

dpm

 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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TOP RAILING
50mm diameter x 3 mm thick CHS top rail welded to balusters. 
All in Grade 316 Stainless Steel sections in 1,000 mm high railing
complete with handrail saddles and brackets, balusters base covers,
endcaps, spacer brackets and adapters, and all fixing accessories
 as necessary and to architect's details and approval 

TREADS & RISERS
20 mm Thick homogenous mix terrazzo laid on
 screed backing; cement sand marble chippings (1:4:8)
grinded and polished including dividing strips.
With 25 mm wide Slip-resistant Carborandum inserts on treads
bonded with an approved adhesive . 
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 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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TREADS & RISERS
20 mm Thick homogenous mix terrazzo laid on
 screed backing; cement sand marble chippings (1:4:8)
grinded and polished including dividing strips.
With 25 mm wide Slip-resistant Carborandum inserts on treads
bonded with an approved adhesive . 
 

BALUSTERS
50 mm diameter x 3 mm thick CHS balusters spaced at 1,000 mm centres;
one end grouted onto concrete other end welded to handrail .
All in Grade 316 Stainless Steel sections in 1,000 mm high railing complete with
 handrail saddles and brackets, balusters base covers,
endcaps, spacer brackets and adapters, and all fixing accessories
 as necessary and to architect's details and approval. 

 
 

INTERMEDIATE RAILING
25 mm Diameter x 1.5 mm thick CHS 4 No. intermediate rails. 
All in Grade 316 Stainless Steel sections in 1,000 mm high railing complete with
 handrail saddles and brackets, balusters base covers,
endcaps, spacer brackets and adapters, and all fixing accessories
 as necessary and to architect's details and approval. 

 
 

Ground Floor

First Floor

Second Floor

Third Floor

MAIN STAIR -S-01

01-001-014
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 Abbreviations

inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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FLOOR FINISH
20 mm Thick homogenous mix terrazzo laid on
 screed backing; cement sand marble chippings (1:4:8)
grinded and polished including dividing strips.
With 25 mm wide Slip-resistant Carborandum inserts on treads
bonded with an approved adhesive . 
 

BALUSTERS
50 mm diameter x 3 mm thick CHS balusters spaced at 1,000 mm centres;
one end grouted onto concrete other end welded to handrail .
All in Grade 316 Stainless Steel sections in 1,000 mm high railing complete with
 handrail saddles and brackets, balusters base covers,
endcaps, spacer brackets and adapters, and all fixing accessories
 as necessary and to architect's details and approval. 

 
 

INTERMEDIATE RAILING
25 mm Diameter x 1.5 mm thick CHS 4 No. intermediate rails. 
All in Grade 316 Stainless Steel sections in 1,000 mm high railing complete with
 handrail saddles and brackets, balusters base covers,
endcaps, spacer brackets and adapters, and all fixing accessories
 as necessary and to architect's details and approval. 

 
 

TOP RAILING
50mm diameter x 3 mm thick CHS top rail welded to balusters. 
All in Grade 316 Stainless Steel sections in 1,000 mm high railing
complete with handrail saddles and brackets, balusters base covers,
endcaps, spacer brackets and adapters, and all fixing accessories
 as necessary and to architect's details and approval 

Ground Floor
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Third Floor
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inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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inspection chamber

permanent ventilation-on all
windows & doors except on internal
toilet doors.

No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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 powder coated aluminium framed sliding windows complete
with ironmongery, mullions, transomes, railing and necessary
intermediate reinforcement elements including all weather

strips, rubber glazing strips,couplings, sliding rails bars, window
cills and window boards, quadrant & painted externally and

internally; panes fixed with 6mm thick one way glass fixed with
beadings.SP
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 powder coated aluminium framed sliding windows complete
with ironmongery, mullions, transomes, railing and necessary
intermediate reinforcement elements including all weather

strips, rubber glazing strips,couplings, sliding rails bars, window
cills and window boards, quadrant & painted externally and

internally; panes fixed with 6mm thick one way glass fixed with
beadings.

 powder coated aluminium framed sliding windows complete
with ironmongery, mullions, transomes, railing and necessary
intermediate reinforcement elements including all weather

strips, rubber glazing strips,couplings, sliding rails bars, window
cills and window boards, quadrant & painted externally and

internally; panes fixed with 6mm thick one way glass fixed with
beadings.

WINDOW SCHEDULES
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No REVISIONS SIGNATUREDATE

GENERAL
+All dimensions are shown in mm unless otherwise specified.
+Drawings are not to be scaled. Only figured dimensions to be used.
+The contractor must check and verify all dimensions on site before
   commencement of any work.

CONSTRUCTION
+ Damp proof course must be provided under all external walls at grade. DPC to be
minimum 150mm above ground level.
+ All slab at grade to be poured on 1000gauge polytheneon 50mm stone dust blinding
on compacted hardcore.
+ All soils under slab and around external foundation to be  treated for termite control.
+ Window sills must be finished before internal plastering.

CIVIL WORKS
+All soil under slabs and all around external foundations to be
  treated with anti- termite pesticide AND should be executed
  bylicensed   and duly registered sub contractor.
+Sample for pipe works and other materials for road
  works specified  to be presented to the engineer before
  works commences.
+All levels for sewer and road works must be approved by
  the engineer before work commences.

STRUCTURAL
+This drawing must be read in conjunction with related
   architectural drawing, engineers and any other relevant drawings.
+Concrete to be class 20/20 (1:2:4).
+Steel reinforcement bar to be:“Y” = high tensile steel to B.S 4461.
                                                     “R” = Round mild steel to B.S 449.
+All timber to be sawn cypress G.S grade to KS 02- 771:1989 and
   seasoned to equilibrium moisture content between 9% and 15%.
+All timber to preservative treated in accordance with KS 02
   914:1982.
 +Depth of the foundation to be determined on site to S.E's approval.

MECHANICAL
+Pipe dimensions are in mm.
+Cold water device pipes steel, with class B to B.S 1387.
+Draining pipe above  ground shall upvc grey while those below ground shall be upvc
golden brown.
+All underground foul and waste drain pipes shall be upvc to comply.
+All inspection chambers covers and framing shall be cast iron to comply with BS497
TABLE 2 GRADE A.
+The storm water pipe to comply with BS 556.
+Minimum slope in the drain to be 1%.
+All testing of pipes must be completed before plastering.

ELECTRICAL
+All conduits must be laid before plastering.
+General conditions of contract for sub contract works.
+Government electrical specification number 1.
+Government electrical specification number 2.
+Electrical act and rules made there under.
+The current edition of regulation for the electrical equipment
  of buildings
  issued by the institution of electrical engineers.
+Kenya power and lighting Co. Ltd.

FIRE
+ Instal water ring main with fire hydrant with 2.5" instantaneous coupling adaptors
+ Provide underground water tank with automatic electric booster pump for ring main
+ Provide automatic push button fire alarm system
+ Provide heat and smoke detectors in each room
+ Provide 9kg. dry powder fire extinguishers to ME specifications
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REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in mm unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 30mm

                          Foundations                   = 50mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

PROPOSED RESOURCE CENTRE - DRAWING LIST

H.O.H.

8. Safe Bearing Pressure taken to be 450 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Masonry Strength to be 7.0 N/mm².
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        Post-tensioned beams   = 40mm
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5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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9. Nominal aggregate size to be 20mm.
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in mm unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 30mm

                          Foundations                   = 50mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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8. Safe Bearing Pressure taken to be 450 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.
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   otherwise.

3. All levels are indicated in mm unless specified otherwise.
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    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in mm unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 30mm

                          Foundations                   = 50mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

PROPOSED RESOURCE CENTRE - SECOND FLOOR REINFORCEMENT DETAILS

H.O.H.

8. Safe Bearing Pressure taken to be 450 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Masonry Strength to be 7.0 N/mm².

ARPRIM CONSORTIUM

P.O. Box 12969-00100,

Nairobi, KENYA.

Tel: 02 608 906

Fax: 02 608 907

E-mail: info@arprimconsultants.com

Designed by

BMN

STATE DEPARTMENT FOR FISHERIES,

AQUACULTURE AND THE BLUE ECONOMY.

PROJECT TITLE:-

PROPOSED CONSTRUCTION OF RESOURCE CENTRE AND RELATED

 INFRASTRUCTURE- SHIMONI, KWALE COUNTY.

DRAWING NO: 01-002S-011

PROJECT:-

PROPOSED KENYA MARINE FISHERIES AND

 SOCIO-ECONOMIC DEVELOPMENT (KEMFSED)

NATIONAL AND COUNTY FISHERIES INFRASTRUCTURE.



A

AB

B

C

C

D

D

E

EF

F

G

G

H

H

I

IJ

JK

KL

L

M

M

N

N

O

O

1 1

22

3 3

44

55

66

77

88

A'

A'

5330 15400 3954 3796 2000 5700 5700 5700 5700 1950 3850 2345 1605 3650 4052

70732

7
7
4
1

2
0
0
0

3
8
0
0

7
6
0
0

3
8
0
0

2
0
0
0

7
7
4
0

3
4
6
8
1

THIRD FLOOR LAYOUT

(SCALE 1:100)

1600X600 BEAM A1

6
0

0
x

2
0

0
 
B

E
A

M
 
A

4

6

0

0

x

2

0

0

 

B

E

A

M

 

A

6

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

600x200 BEAM A8

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
0

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
2

600x200 BEAM A8

6

0

0

x

2

0

0

 

B

E

A

M

 

A

6

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

4

5

0

x

2

0

0

 

B

E

A

M

 

A

7

600x200 BEAM A13

600x200 BEAM A13

600x200 BEAM A13

600x200 BEAM A14

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
5

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
5

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
6

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
6

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
6

600x200 BEAM A17

600x200 BEAM A18

600x200 BEAM A19

600x200 DUCT BEAM 01

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

600x200 DUCT BEAM 01

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

600x200 BEAM A14

600x200 BEAM A13

600x200 BEAM A13

600x200 BEAM A13

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
5

600x200 BEAM A17

600x200 BEAM B1

600x200 BEAM B1

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

600x200 DUCT BEAM 01

600x200 BEAM B2

600x200 BEAM B4

600x200 BEAM B3

600x200 BEAM B4600x200 BEAM B4

6
0

0
x

2
0

0
 
B

E
A

M
 
B

5

6
0

0
x

2
0

0
 
B

E
A

M
 
B

5

6
0

0
x

2
0

0
 
B

E
A

M
 
B

5

6
0

0
x

2
0

0
 
B

E
A

M
 
B

5

6
0

0
x

2
0

0
 
B

E
A

M
 
B

6

6
0

0
x

2
0

0
 
B

E
A

M
 
B

6

6
0

0
x

2
0

0
 
B

E
A

M
 
B

7

6
0

0
x

2
0

0
 
B

E
A

M
 
B

8

6
0

0
x

2
0

0
 
B

E
A

M
 
B

7

6
0

0
x

2
0

0
 
B

E
A

M
 
B

6

6
0

0
x

2
0

0
 
B

E
A

M
 
B

6

6
0

0
x

2
0

0
 
B

E
A

M
 
B

6

6
0

0
x

2
0

0
 
B

E
A

M
 
B

6

600x200 BEAM B3

6
0

0
x

2
0

0
 
B

E
A

M
 
B

7

6
0

0
x

2
0

0
 
B

E
A

M
 
B

8

600x200 BEAM B4

600x200 BEAM B2

600x200 BEAM B1

600x200 BEAM B4600x200 BEAM B4

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

6
0

0
x

2
0

0
 
D

U
C

T
 
B

E
A

M
 
0

2

600x200 DUCT BEAM 01

600x200 BEAM B1

6
0

0
x

2
0

0
 
B

E
A

M
 
B

7

6
0

0
x

2
0

0
 
B

E
A

M
 
B

9

6
0

0
x

2
0

0
 
B

E
A

M
 
B

9

600x200 BEAM B10

700x200 BEAM B11

700x200 BEAM B11

6
0

0
x

2
0

0
 
B

E
A

M
 
B

1
2

2

0

0

m

m

 
T

H

I
C

K

 
S

u

s

p

e

n

d

e

d

 
S

l
a

b

2

0

0

m

m

 
T

H

I
C

K

 
S

u

s

p

e

n

d

e

d

 
S

l
a

b

2

0

0

m

m

 
T

H

I
C

K

 
S

u

s

p

e

n

d

e

d

 
S

l
a

b

2

0

0

m

m

 
T

H

I
C

K

 
S

u

s

p

e

n

d

e

d

 
S

l
a

b

1600X600 BEAM A1

600x200 BEAM A2

600x200 BEAM A2

1
1

0
0

X
5

5
0

 
B

E
A

M
 
A

3

1
1

0
0

X
5

5
0

 
B

E
A

M
 
A

3

1
1

0
0

X
5

5
0

 
B

E
A

M
 
A

3

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
2

a

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
5

2

0

0

m

m

 

T

H

I

C

K

 

W

A

T

E

R

P

R

O

O

F

E

D

 

S

u

s

p

e

n

d

e

d

 

S

l

a

b

600x200 BEAM A19

600x200 BEAM A8

6
0

0
x

2
0

0
 
B

E
A

M
 
A

1
6

a

30mm Expansion Joint

6
0

0
x

2
0

0
 
B

E
A

M
 
B

1
0

a

A

B

C

Rev

D

Description
By

Date

CLIENT:-

DRAWING TITLE:-

Checked by

Drawn by

Scale

BMN

AS SHOWN

CONSULTANT:-

NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in mm unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 30mm

                          Foundations                   = 50mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

PROPOSED RESOURCE CENTRE - THIRD FLOOR LAYOUT

H.O.H.

8. Safe Bearing Pressure taken to be 450 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Masonry Strength to be 7.0 N/mm².

ARPRIM CONSORTIUM

P.O. Box 12969-00100,

Nairobi, KENYA.

Tel: 02 608 906

Fax: 02 608 907

E-mail: info@arprimconsultants.com

Designed by

BMN

STATE DEPARTMENT FOR FISHERIES,

AQUACULTURE AND THE BLUE ECONOMY.

PROJECT TITLE:-

PROPOSED CONSTRUCTION OF RESOURCE CENTRE AND RELATED

 INFRASTRUCTURE- SHIMONI, KWALE COUNTY.

DRAWING NO: 01-002S-012

PROJECT:-

PROPOSED KENYA MARINE FISHERIES AND

 SOCIO-ECONOMIC DEVELOPMENT (KEMFSED)

NATIONAL AND COUNTY FISHERIES INFRASTRUCTURE.



A

AB

B

C

C

D

D

E

EF

F

G

G

H

H

I

IJ

JK

KL

L

M

M

N

N

O

O

1 1

22

3 3

44

55

66

77

88

A'

A'

5330 15400 3954 3796 2000 5700 5700 5700 5700 1950 3850 2345 1605 3650 4052

70732

7
7
4
1

2
0
0
0

3
8
0
0

7
6
0
0

3
8
0
0

2
0
0
0

7
7
4
0

3
4
6
8
1

THIRD FLOOR LAYOUT

(SCALE 1:100)

(
1

3
)

(
1

7
)

(
8

)

(
1

3
)

(
1

7
)

(
8

)

(
1

3
)

(
1

7
)

(
8

)

(
1

3
)

(
1

7
)

(
8

)

(
5

1
)

(
1

3
)

(
5

1
)

(
1

3
)

(
4

4
)

(
1

3
)

(
5

1
)

(
1

3
)

(
7

)

(
1

3
)

(
7

)

(
4

4
)

(
1

3
)

(
2

7
)

(
2

5
)

(
1

3
)

(
2

5
)

(
1

3
)

(12)

(5) (5)

(
5

)

(12)

(
9

)
(
1

2
)

(
1

2
)

(
1

6
)

(
1

6
)

(
2

5
)

(
3

8
)

(
5

0
)

(
5

0
)

(
9

)
(
1

7
)

(
9

)
(
9

)

(
2

5
)

(
2

7
)

(
5

1
)

(26)

(9)(9)(5) (5)

(25)

(25)

(9)(5)(3) (9)

(9) (5)

(9)(5)(3) (5)

(
1

2
)

(
1

2
)

(
3

8
)

(25)

(6)

(6)

(6)

(
2

9
)

(25)

(25)

(
5

0
)

(26)

(
8

)
(
8

)

(
5

0
)

(
1

0
)

(30)

(37) (37) (3) (30)

(13) (13) (13) (13) (13) (13) (7)(7)

(8) (8)

(30) (37)(30)(37)

9
2

T
1

0
-
0

1
-
1

5
0

T
2

1
3

4
T

1
2

-
0

2
-
1

5
0

B
2

/
T

1

1
3

T
1

2
-
0

3
-
1

5
0

B
2

/
T

1

3
8

T
1

0
-
0

4
-
1

5
0

T
2

5
1

T
1

2
-
0

5
-
1

5
0

B
1

/
T

1

6
4

T
1

2
-
0

6
-
1

5
0

T
1

1
3

T
1

2
-
0

7
-
1

5
0

B
2

3
8

T
1

0
-
0

8
-
1

5
0

T
2

7
T

1
2

-
0

9
-
1

5
0

B
1

/
T

1

5
7

T
1

2
-
1

0
-
1

5
0

T
1

5
7

T
1

2
-
1

1
-
1

5
0

B
1

1
6

T
1

2
-
1

2
-
1

5
0

B
2

/
T

1

3
8

T
1

0
-
1

3
-
1

5
0

T
2

7
T

1
2

-
1

4
-
1

5
0

B
1

/
T

1

1
3

4
T

1
2

-
1

5
-
1

5
0

B
2

/
T

1

6
4

T
1

2
-
1

6
-
1

5
0

T
1

2
5

T
1

2
-
1

7
-
1

5
0

B
1

2
7

T
1

2
-
1

8
-
1

5
0

B
1

/
T

1

3
8

T
1

0
-
1

9
-
1

5
0

T
2

1
3

T
1

2
-
2

0
-
1

5
0

B
1

3
8

T
1

2
-
2

1
-
1

5
0

T
1

3
8

T
1

0
-
2

2
-
1

5
0

T
2

(
1

2
)

1
2

T
1

2
-
2

3
-
1

5
0

B
1

6
3

T
1

2
-
2

4
-
1

5
0

T
1

2
6

T
1

0
-
2

5
-
1

5
0

T
2

5
1

T
1

2
-
2

6
-
1

5
0

T
1

1
8

T
1

0
-
2

7
-
1

5
0

T
2

2
5

T
1

2
-
2

8
-
1

5
0

B
1

/
T

1

2
7

T
1

2
-
2

9
-
1

5
0

B
1

/
T

1

25T12-30-150B2/T1

28T10-31-150T2

26T12-32-150B2/T1

10T10-33-150T2

25T12-34-150T1

12T12-34-150B2/T1

12T12-35-150T1

6T12-36-150B1

6T12-37-150T1

22T10-38-150T2

24T10-39-150T2

38T10-40-150B1/T1

6T12-41-150B2/T2

25T12-42-150B2

25T12-43-150T1

26T12-44-150B2

14T10-45-150T2

26T10-46-150T2

25T12-47-150B2

50T12-48-150B1/T1

32T10-49-150T2

50T12-50-150T1

50T12-51-150T1

50T12-52a-150B1/T1

107T12-52-150T1/B1 30T12-53-150T1/B1

10T12-54-150B2/T2 29T12-55-150B1/T1

(
1

3
)

(
1

7
)

(
8

)

(
1

3
)

(
1

7
)

(
8

)

(
1

3
)

(
1

7
)

(
8

)

(
1

3
)

(
1

7
)

(
8

)

(
5

1
)

(
1

3
)

(
5

1
)

(
1

3
)

(
4

4
)

(
1

3
)

(
5

1
)

(
1

3
)

(
7

)

(
1

3
)

(
7

)

(
4

4
)

(
1

3
)

(
2

7
)

(
2

5
)

(
1

3
)

(
2

5
)

(
1

3
)

(12)

(5) (5)

(
5

)

(12)

(
9

)
(
1

2
)

(
1

2
)

(
2

5
)

(
3

8
)

(
9

)
(
1

7
)

(
9

)
(
9

)

(
2

5
)

(
2

7
)

(
5

1
)

(26)

(9)(9)

(5) (5)

(25)

(25)

(9)(5)(3) (5)

(
1

2
)

(
1

2
)

(
3

8
)

(25)

(
2

9
)

(25)

(30)(37) (30) (37)

(13) (13) (13) (13) (13) (13) (7)(7)

(8) (8)

(30) (37)(30)(37)

9
2

T
1

0
-
0

1
-
1

5
0

T
2

1
3

4
T

1
2

-
0

2
-
1

5
0

B
2

/
T

1

1
3

T
1

2
-
0

3
-
1

5
0

B
2

/
T

1

3
8

T
1

0
-
0

4
-
1

5
0

T
2

5
1

T
1

2
-
0

5
-
1

5
0

B
1

/
T

1

6
4

T
1

2
-
0

6
-
1

5
0

T
1

1
3

T
1

2
-
0

7
-
1

5
0

B
2

3
8

T
1

0
-
0

8
-
1

5
0

T
2

7
T

1
2

-
0

9
-
1

5
0

B
1

/
T

1

5
7

T
1

2
-
1

0
-
1

5
0

T
1

5
7

T
1

2
-
1

1
-
1

5
0

B
1

1
6

T
1

2
-
1

2
-
1

5
0

B
2

/
T

1

3
8

T
1

0
-
1

3
-
1

5
0

T
2

7
T

1
2

-
1

4
-
1

5
0

B
1

/
T

1

1
3

4
T

1
2

-
1

5
-
1

5
0

B
2

/
T

1

6
4

T
1

2
-
1

6
-
1

5
0

T
1

2
5

T
1

2
-
1

7
-
1

5
0

B
1

2
7

T
1

2
-
1

8
-
1

5
0

B
1

/
T

1

3
8

T
1

0
-
1

9
-
1

5
0

T
2

1
3

T
1

2
-
2

0
-
1

5
0

B
1

3
8

T
1

2
-
2

1
-
1

5
0

T
1

3
8

T
1

0
-
2

2
-
1

5
0

T
2

(
1

2
)

1
2

T
1

2
-
2

3
-
1

5
0

B
1

6
3

T
1

2
-
2

4
-
1

5
0

T
1

2
6

T
1

0
-
2

5
-
1

5
0

T
2

5
1

T
1

2
-
2

6
-
1

5
0

T
1

1
8

T
1

0
-
2

7
-
1

5
0

T
2

2
5

T
1

2
-
2

8
-
1

5
0

B
1

/
T

1

2
7

T
1

2
-
2

9
-
1

5
0

B
1

/
T

1

25T12-30-150B2/T1

28T10-31-150T2

26T12-32-150B2/T1

10T10-33-150T2

25T12-34-150T1

12T12-34-150B2/T1

12T12-35-150T1

22T10-38-150T2

24T10-39-150T2

38T10-40-150B1/T1

25T12-42-150B2

25T12-43-150T1

134T12-52-150T1/B1

29T12-55a-150B1/T1

16T10-52b-150T2

(8)(8)

16T12-52a-150T1/B1

(8)(8)

16T12-52a-150T1/B1

KLM

3954 3796

(
1

7
)

(
1

3
)

(
3

2
)

(
2

5
)

(
6

)
(
1

1
)

(
5

)
(
5

)
(
6

)
(
6

)

(
6

)
(
1

1
)

(
5

)
(
5

)
(
6

)
(
6

)

(26) (25)

(
1

7
)

(
1

3
)

(
7

)

(26) (25)

(26) (25)

(26) (25)

(5) (9) (9) (5)

(5) (9) (9) (8)

(11)

(11)

(11)

(
2

0
)

(
1

7
)

(
2

6
)

(
3

3
)

(
1

5
)

(
1

7
)

(
2

0
)

(5) (9) (9) (8)

(14) (37) (11)

(14) (37) (11)

(14) (12) (8) (11)

(14) (37) (11)

(14) (12) (8) (11)

(14) (12) (8) (11)

(
9

)
(
9

)
(
1

1
)

(
1

1
)

(
6

)
(
3

)

(
3

3
)

(
1

5
)

(
2

6
)

(14) (37) (11)

(14) (11)

(14) (11)

(
2

4
)

(
2

4
)

(11)

(5) (9) (9) (5)

(26) (25)

(26) (25)

(26) (25)

(5) (9) (9) (5)

(11)

(11)

(13) (25)

(14)

(5) (9) (9) (5)

(
1

7
)

(
1

3
)

(
3

2
)

(
6

)
(
1

1
)

(
5

)
(
5

)
(
6

)
(
6

)

(
6

)
(
1

1
)

(
5

)
(
5

)
(
6

)
(
6

)

(
1

7
)

(
1

3
)

3
9

T
1

0
-
5

6
-
1

5
0

T
2

3
0

T
1

2
-
5

7
-
1

5
0

B
2

/
T

1

7
T

1
2

-
5

8
-
1

5
0

B
1

/
T

1

6
2

T
1

2
-
5

9
-
1

5
0

T
1

3
9

T
1

0
-
6

0
-
1

5
0

T
2

2
5

T
1

2
-
6

1
-
1

5
0

B
1

/
T

1

1
1

1
T

1
2

-
6

2
-
1

5
0

B
1

/
T

1

28T10-63-150T2

51T12-64-150B2/T2

51T12-65-150T1

11T10-66-150T2

31T10-67-150T2

51T12-68-150T1

11T12-69-150T1

11T12-70-150B2/T1

31T10-71-150T2

51T12-72-150T1

51T12-72-150B2

(
3

3
)

(
1

5
)

(
2

6
)

(
3

3
)

(
1

5
)

(
2

6
)

51T12-73-150B1/T1

45T10-74-150T2

62T12-75-150B1/T1

62T12-76-150T1

45T10-77-150T2

62T12-78-150T1

45T10-79-150T2

62T10-80-150B1/T1

49T10-81-150T2

25T12-82-150B2

25T12-83-150T1
24T12-84-150B1/T1

24T12-85-150B1/T1

28T10-87-150T2

11T12-88-150B2/T1

11T12-89-150T1

51T12-90-150T1

28T12-91-150T2

51T12-93-150T1

11T10-94-150T2

38T12-95-150B2/T1

(13) (25)

38T12-92-150B2/T1

28T10-96-150T2

28T12-97-150B2/T1

(12)

12T12-86-150B1

51T12-98-150B2/T1

5
1

T
1

2
-
9

8
-
1

5
0

B
2

/
T

1

3
0

T
1

2
-
9

9
-
1

5
0

B
2

/
T

1

6
2

T
1

2
-
1

0
0

-
1

5
0

T
1

(
2

7
)

2
7

T
1

2
-
1

0
1

-
1

5
0

B
1

/
T

1

(
1

7
)

(
1

3
)

(
7

)

3
9

T
1

0
-
1

0
2

-
1

5
0

T
2

3
0

T
1

2
-
1

0
3

-
1

5
0

B
2

/
T

1

7
T

1
2

-
1

0
4

-
1

5
0

B
1

/
T

1

3
7

T
1

2
-
1

0
5

-
1

5
0

B
1

/
T

1

(
1

1
)

(16) (21) (22) (30)

(21) (22) (30)(18)

(11)(9)(9)(9)(9)(9)(7)(7)

(11)(9)(9)(9)(9)(9)(7)(7)

(11)(9)(9)(9)(9)(9)(7)(7)

(21) (22) (30)(18)

(21) (22) (30)(18)

(21) (22) (30)(18)

(
1

1
)

(17) (17)

(17) (17)

(7)(7)(7)(4)

(7)(7)(7)(4)

(7)(7)(7)(4)

(7)(7)(7)(4)

(17) (17)

(17) (17)

(17) (17)

(17) (17)

(
4

)
(
8

)
(
9

)
(
9

)
(
9

)
(
9

)
(
8

)
(
4

)

(
2

1
)

(
2

5
)

(
2

4
)

(
2

1
)

(
2

5
)

(
2

4
)

(
2

1
)

(
2

5
)

(
2

4
)

(
2

1
)

(
2

5
)

(
2

4
)

(
2

1
)

(
2

5
)

(
2

4
)

(
2

1
)

(
1

8
)

(
1

8
)

(
1

2
)

(
1

2
)

(
1

8
)

(
9

)
(
9

)
(
9

)
(
9

)
(
2

1
)

(
1

2
)

(
1

2
)

(
1

8
)

(
9

)
(
9

)
(
9

)
(
9

)
(
2

1
)

(
1

2
)

(
1

2
)

(
1

8
)

(
9

)
(
9

)
(
9

)
(
2

1
)

(
1

2
)

(
1

2
)

(
9

)
(
9

)
(
9

)
(
9

)

(
2

5
)

(
2

4
)

(
2

1
)

(
2

5
)

(
2

4
)

(
2

1
)

(
1

8
)

(
1

8
)

(
1

8
)

99T10-106-150T2

9
9

T
1

0
-
1

0
7

-
1

5
0

T
2

9
9

T
1

0
-
1

0
7

-
1

5
0

T
2

1
1

T
1

0
-
1

0
8

-
1

5
0

B
2

/
T

1

6
0

T
1

0
-
1

0
9

-
1

5
0

T
2

60T10-110-150T2

89T12-111-150B1/T1

34T12-112-150B2/T1

25T10-113-150T2

52T10-114-150T2

91T12-115-150B2

34T12-116-150T1

25T10-117-150T2

34T12-118-150T1

52T10-119-150T2

25T10-120-150T2

91T12-121-150T1

91T12-122-150T1

34T12-123-150B2

34T12-124-150T1

52T10-125-150T2

25T10-126-150T2

91T12-127-150B2

34T12-128-150T1

91T12-129-150B1/T1

11T12-108-150B2/T1

7
0

T
1

2
-
1

3
0

-
1

5
0

T
1

7
0

T
1

2
-
1

3
1

-
1

5
0

T
1

1
0

6
T

1
2

-
1

3
2

-
1

5
0

B
1

(
1

8
)

(
1

8
)

1
0

6
T

1
2

-
1

3
3

-
1

5
0

T
1

1
0

6
T

1
2

-
1

3
4

-
1

5
0

T
1

(
1

8
)

106T12-135-150B2

A

B

C

Rev

D

Description
By

Date

CLIENT:-

DRAWING TITLE:-

Checked by

Drawn by

Scale

BMN

AS SHOWN

CONSULTANT:-

NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in mm unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 30mm

                          Foundations                   = 50mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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