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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications

PROPOSED KENYA MARINE
FISHERIES AND SOCIO-ECONOMIC

DEVELOPMENT

REHABILITATION OF
FISHERIES OFFICE MALINDI

STATE DEPARTMENT FOR FISHERIES
AQUACULTURE AND THE BLUE

ECONOMY

WORKING  DRAWINGS.

ARPRIM CONSULTANTS
P.O BOX 12969-0040 NAIROBI
TEL: 020-884312/8
Website :www.arprimconsultants.com

P. MOMANYI
B. Arch. (Hons),

F. TUNDULI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1552 )

J. MOMANYI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1122 )

2023/Nov/KILIFI

E-01

E-
02

E-03

S-01

S-02
S-02

S - 0 3
S - 0 3

p
v

p
v

pv

pv

pvpv
pv pv

pv pv pv

pv

L

L

M

M

N

N

O

O

1

2

3

4

Q

Q

R

R

P

P

200 3,950 200 4,610 80 5,710 200 2,000 200 3,450 200 5,650 200

2,405 2,400 1,295 200 4,550 200 5,650 200 2,000 200 525 2,400 525
200

300 2,400 250 2,400 300 200 4,750 400 3,700 400 3,150 400 3,150 400

8,200 200 4,550 200 5,650 200 2,000 200 3,450 200 300 5,350 200 4,750 400 3,700 400 3,150 400 3,150 400

4,100 5,850 5,850 5,850 5,850 5,050 4,100 7,100 200

79,450

150 3,975 200 4,610 80 5,710 200 2,000 200 3,450 200 375 5,275 200 4,750 400 3,700 400 3,150 400 3,150 400

4,100 5,850 5,850 5,850 5,850 5,050 4,100 7,100 200
79,450

20
0

7,
40

0
20

0
1,

70
0

20
0

3,
90

0
1,

70
0

3,
90

0
10

0

9,
70

0

40
0

3,
50

0
40

0
3,

30
0

40
0

20
0

3,
90

0
1,

70
0

1,
80

0
40

0
8,

00
0

20
0

2,
40

0
20

0
1,

10
0

20
0

1,
10

0
20

0
1,

50
0

20
0

3,
70

0
20

0
4,

50
0

20
0

1,
10

0
20

0
3,

76
0

80
1,

62
0

80
3,

76
0

20
0

20
0

3,
70

0
20

0
1,

50
0

20
0

3,
70

0
20

0

20
0

9,
30

0
20

0

150 1,975 200 1,800 200 4,610 80 5,710 200 2,000 200 3,450 200 5,650 200 16,050 200

2,
99

0
20

0
3,

70
0

20
0

1,
50

0
20

0
3,

70
0

20
0

4,
50

0

20
0

1,
75

0
15

0
1,

80
0

20
0

1,
10

0
20

0
1,

50
0

20
0

3,
70

0
20

0

900 150 925 150 900 200 1,800 200 1,180 2,250 1,180 80 5,710 200 100 1,900 200 413 2,250 788
200

375 2,250 400 2,250 375 200 4,750 400 3,700 400 3,150 400 3,150 400

200 450 800 2,700 200 3,310 900 400 80 4,500 900 310 200 2,000 200 300 900 2,250 200 5,650 200

PROPOSED NEW COLUMN

EXISTING COLUMN NEW WALL WITH ARCH OPENING

NEW WALL WITH ARCH OPENING

RECEPTION
Ceramics  Floor Tiles.

DEPUTY COUNTY FISHERIES
OFFICER

Ceramics  Floor Tiles.

OFFICE 04 (FISHERIES)
Ceramics  Floor Tiles.

LACTATING ROOM
Ceramics  Floor Tiles.

STORE 01(EQUIPMENT)
Ceramics  Floor Tiles.

PLWD

LADIES
Ceramic Floor

Tiles

AIR -
LOCK

Ceramic Floor Tiles

GENTS
Ceramic Floor

Tiles
LADIES

Ceramic Floor
Tiles

OFFICE 01(FISHERIES)
Ceramics  Floor Tiles.

SOLAR BACK-UP ROOM

Ceramics  Floor Tiles.

FI
R

E 
EX

IT
 L

O
BB

Y
FI

R
E 

EX
IT

 L
O

BB
Y

PRAYER ROOM
Ceramics  Floor

Tiles.

CIRCULATION
Ceramics  Floor Tiles.

CIRCULATION
Ceramics  Floor Tiles.

OPEN EXISTING BOAT YARD
BUILDING

 FOYER 02

PAVING BLOCKS DRIVE -WAY

C
er

am
ic

s 
 F

lo
or

 T
ile

s.
C

er
am

ic
s 

 F
lo

or
 T

ile
s.

25mm thick terrazzo including
rough and smooth sanding and
polishing with acid with anti slip

strips at 200mm intervals

 FOYER 01
Ceramics  Floor Tiles.

Ceramics  Floor Tiles.

FOOTPATH

Drainage ChannelDrainage Channel

New Paving Slabs Paving Slabs

Paving Slabs Paving Slabs Paving SlabsPaving Slabs

IC

Arch OpeningArch Opening Arch Opening Arch Opening

Arch OpeningArch Opening Arch Opening Arch Opening

A
rc

h 
O

pe
ni

ng
A

rc
h 

O
pe

ni
ng

C
ab

in
et

s

C
ab

in
et

s

C
ab

in
et

s

EX
PA

N
SI

O
N

 J
O

IN
T

EX
PA

N
SI

O
N

 J
O

IN
T

EX
PA

N
SI

O
N

 J
O

IN
T

TR
O

U
G

H
.

IC

IC

IC

C
ab

in
et

s

C
ab

in
et

s

C
ab

in
et

s

C
ab

in
et

s

C
ab

in
et

s

EX
PA

N
SI

O
N

 J
O

IN
T

EX
PA

N
SI

O
N

 J
O

IN
T

W-01 W-01 W-01 W-01W-01

W-01 W-01W-01W-01W-01

D-
00

1

D-002

D-002

D-005 D-005 D-005

D-005

D-004

D-004

D-006

D-006

D-006
D-004

D-004
D-004

D-004

ARCH-01 ARCH-01 ARCH-01 ARCH-01

ARCH-01 ARCH-01 ARCH-01 ARCH-01

A
RC

H-
01

A
RC

H-
01

W-03 W-03 W-03 W-03

W-02

PAVING BLOCKS DRIVE -WAY

9L water / CO fire
extinguisher 9kg powder

fire extinguisher

IC

HR

S

S

TERRAZZO FFL

BIODIGESTER

BI
O

D
IG

ES
TE

R

REHABILITATION OF FISHERIES OFFICE MALINDI07
GROUND FLOOR  PART PLAN(II)

07-001-006



GSPublisherVersion 0.2.100.100GSPublisherVersion 0.0.100.100

GSPublisherVersion 0.0.100.100

Subject :

Client :

Project :

Consultancy :

Scale

Date:

Location :

Plot L . R. No.:

 Signature ........................

 Drawn by: Checked by : -

Job No .

REVISIONS

.

Checked by : -

NOV 2023

1:100

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications

PROPOSED KENYA MARINE
FISHERIES AND SOCIO-ECONOMIC

DEVELOPMENT

REHABILITATION OF
FISHERIES OFFICE MALINDI

STATE DEPARTMENT FOR FISHERIES
AQUACULTURE AND THE BLUE

ECONOMY

WORKING  DRAWINGS.

ARPRIM CONSULTANTS
P.O BOX 12969-0040 NAIROBI
TEL: 020-884312/8
Website :www.arprimconsultants.com

P. MOMANYI
B. Arch. (Hons),

F. TUNDULI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1552 )

J. MOMANYI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1122 )

2023/Nov/KILIFI

A

A

B

B

C

C

D

D

E

E

F

F

G

G

H

H

I

I

M

M

N

N

O

O

P

P

Q

Q

R

R

S

S

80,425
475 3,500 3,500 2,000 4,400 1,900 2,100 5,400 4,700 4,700 3,200 4,100 5,850 5,850 5,850 5,850 5,050 4,100 7,100 800

475 3,500 3,500 2,000 4,400 1,900 2,100 5,400 4,700 4,700 3,200 4,100 5,850 5,850 5,850 5,850 5,050 4,100 7,100 800

80,425

45
0

2,
35

0
55

0
72

5
1,

00
0

22
5

1,
15

0
45

0
2,

35
0

55
0

1,
72

5
1,

37
5

6,
45

0

ELEVATION 03

ASBESTOS ROOF TO BE REMOVEDWALL TO BE WIRE BRUSHED AND PAINTEDNEW  ENTRANCEWALL TO BE WIRE BRUSHED AND PAINTED

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE
 SC

RA
PP

ED
 O

FF

FFL +3450

FFL +4775

FFL +450

FFL +00.0

FFL +4075

FFL +5000

FFL +6175

J

J

K

K

L

L

S

S

R

R

Q

Q

P

P

O

O

N

N

M

M

L

L

K

K

J

J

I

I

H

H

G

G

F

F

E

E

D

D

C

C

B

B

A

A
79,950 700800 7,100 4,100 5,050 5,850 5,850 5,850 5,850 4,100 3,200 4,700 4,700 5,400 2,100 1,900 4,400 2,000 3,500 3,500 700

800 7,100 4,100 5,050 5,850 5,850 5,850 5,850 4,100 3,200 4,700 4,700 5,400 2,100 1,900 4,400 2,000 3,500 3,500 700
80,650

45
0

2,
35

0
55

0
72

5
1,

00
0

22
5

1,
15

0

45
0

2,
90

0
1,

72
5

1,
37

5
6,

45
0

ELEVATION 01

ASBESTOS ROOF TO BE REMOVED WALL TO BE WIRE BRUSHED AND PAINTED NEW  ENTRANCE WALL TO BE WIRE BRUSHED AND PAINTED

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

 EX
IST

ING W
ALL 

PA
INT T

O

BE 
SC

RA
PP

ED
 O

FF

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

 EX
IST

ING W
ALL 

PA
INT T

O BE

SC
RA

PP
ED

 O
FF

FFL +3450

FFL +4775

FFL +450

FFL +00.0

FFL +4075

FFL +5000

FFL +6175

1

1

2

2

3

3

4

4

2,850 3,900 1,700 3,900 1,400

13,750

700 2,850 3,900 1,700 3,900 1,400

13,750

45
0

2,
35

0
55

0
72

5
1,

00
0

22
5

1,
15

0

45
0

2,
90

0
1,

72
5

1,
37

5

6,
45

0

ELEVATION 04

FFL +3450

FFL +4775

FFL +450

FFL +00.0

FFL +4075

FFL +5000

FFL +6175

4

4

3

3

2

2

1

1

1,700 1,400 3,900 1,700 3,900 2,850

15,450

1,700 1,400 3,900 1,700 3,900 2,850

15,450

45
0

2,
35

0
55

0
72

5
1,

00
0

22
5

1,
15

0

45
0

2,
90

0
1,

72
5

1,
37

5
6,

45
0

ELEVATION 02

FFL +3450

FFL +4775

FFL +450

FFL +00.0

FFL +4075

FFL +5000

FFL +6175

REHABILITATION OF FISHERIES OFFICE MALINDI07
ELEVATIONS AND 3D DRAWINGS

A

A

B

B

C

C

D

D

E

E

F

F

G

G

H

H

I

I

J

J

K

K

L

L

M

M

N

N

O

O

P

P

Q

Q

R

R

S

S

475 3,500 3,500 2,000 4,400 1,900 2,100 5,400 4,700 4,700 3,200 4,100 5,850 5,850 5,850 5,850 5,050 4,100 7,100 2,195

81,820

45
0

3,
30

0
62

5
70

0
22

5
1,

15
0

45
0

3,
30

0
62

5
2,

07
5

6,
45

0

SECTION 01:01

FFL +3450

FFL +4775

FFL +450

FFL +00.0

FFL +4075

FFL +5000

FFL +6175

New  steel   structure trusses   and roof
cladding  as Per issued drawings .

Celuka Ceiling panels.

New  steel   structure trusses   and roof
cladding  as Per issued drawings .

Celuka Ceiling panels.

New  steel   structure trusses   and roof
cladding  as Per issued drawings .

Celuka Ceiling panels.

New  steel   structure trusses   and roof
cladding  as Per issued drawings .

Celuka Ceiling panels.

New  steel   structure trusses   and roof
cladding  as Per issued drawings .

Celuka Ceiling panels.

New  steel   structure trusses   and roof
cladding  as Per issued drawings .

Celuka Ceiling panels.

1

1

2

2

3

3

4

4

250 2,850 3,900 1,700 3,900 1,925

11,742 60 2,724

1,075 2,475 3,900 1,700 3,900 1,850
14,900

45
0

3,
30

0
62

5
70

0
22

5
1,

15
0

45
0

3,
30

0
62

5
2,

07
5

6,
45

0

FFL +3450

FFL +4775

FFL +450

FFL +00.0

SECTION 02:02

FFL +4075

FFL +5000

FFL +6175

 Plaster and Painting Ceiling.

1

1

2

2

3

3

4

4

3,100 3,900 1,700 3,900 1,400

14,000

3,550 3,900 1,700 3,900 1,850

14,900

45
0

3,
30

0
62

5
70

0
22

5
1,

15
0

45
0

3,
30

0
62

5
2,

07
5

6,
45

0

SECTION 03:03

FFL +3450

FFL +4775

FFL +450

FFL +00.0

FFL +4075

FFL +5000

FFL +6175

New  steel   structure trusses   and roof
cladding  as Per issued drawings .

Celuka Ceiling panels.

07-001-007



GSPublisherVersion 0.2.100.100GSPublisherVersion 0.0.100.100

GSPublisherVersion 0.0.100.100

Subject :

Client :

Project :

Consultancy :

Scale

Date:

Location :

Plot L . R. No.:

 Signature ........................

 Drawn by: Checked by : -

Job No .

REVISIONS

.

Checked by : -

NOV 2023

1:100

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NAME

QUANTITY

LOCATION

SPECIFICATIONS

21 N0

W-01

7 N0

W-02

6 N0

W-03

WASHROOM AREAOFFICE SPACE

ARCH-01

BOAT YARD SHED

10 N0

W
IN

D
O

W
 D

ES
IG

N

2400X1700 powder coated aluminium framed sliding  windows complete with ironmongery,
mullions, transomes, railing  and necessary intermediate reinforcement elements including
all weather strips, rubber glazing strips,couplings, sliding rails bars, window cills and window
boards, quadrant & painted externally andinternally; panes fixed with 6mm thick one way
glass fixed withbeadings.

OFFICE SPACE
675X 600 Powder coated aluminium windows; standard hollow
sections;100 x 50 x 2.5mm thick RHS horizontal and vertical
frame members frames mitred at corners including all necessary
intermediate reinforcing cleats/elements and all necessaryrubber
glazing strips, couplings ironmongery including hinges, fasteners
and stays, sliding rails

1200X 900 Powder coated aluminium windows; standard hollow sections;100 x 50 x
2.5mm thick RHS horizontal and vertical frame members frames mitred at corners
including all necessary intermediate reinforcing cleats/elements and all necessaryrubber
glazing strips, couplings ironmongery including hinges, fasteners and stays, sliding rails

2400x 1650 mm  arch opening  moulded  and painted to architect's
approval.
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DESCRIPTION

6 N0 7N03 N0

900 x 2400x50mm thick mvule louvred Single leaf door
comprising of  50x3mm louvres set at 45 degrees at 50mm

centres , solid blocking for iron mongery (m/s) .

D001

STORE ROOM/KITCHEN/WASHROOM

D003

1500 x 2400x50mm thick mvule louvred double leaf door comprising of  50x3mm louvres
set at 45 degrees at 50mm centres , solid blocking for iron mongery (m/s) .

1100 x 2400x50mm mvule panelled double acting door: comprised of 200
x 50mm thick stiles, top and middle rail: 200 x  50mm thick bottom rail

;solid blocking to iron  mongery (m/s) to door

MAIN ENTRANCE/BOAT YARD STORE PLWD WASHROOMS

D002

D
O

O
R

 L
EA

F 
D

ES
IG

N

1100 x 2400x50mm fire rated door to supplier
details;solid blocking to iron  mongery (m/s) to door.

3 N0
FIRE EXITS

D004
18 N0

DEPARTMENTAL OFFICE

D005

900 x 2400x50mm Purpose made powder coated Aluminium
framed door with 4mm thick .

D006

DEPARTMENTAL OFFICE
5 N0

900 x 2400 Single Leaf single swing door solid
blocking to iron  mongery (m/s) to door.

REHABILITATION OF FISHERIES OFFICE MALINDI07 WINDOW AND DOOR SCHEDULES
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in mm unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 30mm

                          Foundations                   = 50mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

PROPOSED RENOVATIONS OF MALINDI FISHERIES OFFICE BLOCK - DRAWING LIST

H.O.H.

8. Safe Bearing Pressure taken to be 150 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Masonry Strength to be 7.0 N/mm².
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4. Minimum cover to all reinforcement to be:
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        Post-tensioned beams   = 40mm
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                          Foundations                   = 50mm
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7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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10A 3 GANG 1 WAY  white moulded switch plates 

 10A 1 GANG 1 WAY white moulded switch plates 

10 2 GANG 1 WAY white moulded switch plates 

SCHEDULE OF SYMBOLS AND LIGHTING LUMINAIRES

10A 2 GANG 2 WAY  white moulded switch plates

10A 1 GANG 2 WAY  white moulded switch plates 

SPN Consumer Unit 

Outlet for 15A round pin socket outlet complete with concealed conduit, box wiring in 3 x 4 mm² SC-PVC-CU

Outlet point for instant water heaters, AC, Fans and under- sink water heater  comprising 20mm diameter 

10A 3 GANG 1 WAY  white moulded switch plates 

2

2

PMH

TMH

Extra Low Voltage manhole  

Power manhole 

Outlet for cooker control unit comprising wiring in 3x6.0mm2 SC-PVC CU cables, twin box Dia. 25mm

2

Outlet for 13A twin switched socket outlet complete with concealed conduit, box wiring in 

3 x 2.5 mm² SC-PVC-CU cables and 13A twin switched socket outlet plate for raw power

complete with 100A SPN integral isolator and all accessories including lockable cover  with the

the required MCB’s and Blanking plates

N

Outlet for Television coaxial cable outlet point, complete with concealed HG PVC conduit,

square PVC box, draw wire and TV outlet point 

HG PVC conduit link, and all accessories including 45A DP cooker control unit with neon lamp, and 13A integral

socket with neon lamp 

cables and all accessories including 15A round pin socket outlet plate 

conduit, wiring in  3 x 4.0 mm² SC-PVC-CU cables and all accessories including 20A DP switch with neon  

M

X

400mm Wide Cable Ladder

400mm Wide Cable Tray for Data

400mm Wide Cable Tray for Power

Outlet for 13A twin switched socket outlet complete with concealed conduit, box wiring in 

3 x 2.5 mm² SC-PVC-CU cables and 13A twin switched socket outlet plate for clean power 

TPN Distribution Board 

Complete with 100A TP integral isolator and all accessories including lockable cover  with the

the required MCB’s and Blanking plates

Outlet for RJ45 face plate, complete with concealed HG PVC conduit, square PVC box, draw wire and

 blanking plate 

light 

1200mm 12W LED  Mirror Front Light, surface mounted, 4000K Bathroom Mirror Light

High Quality Ultra Thin 12W Led Panel 300X300Mm Square Panel Light Indoor Lighting For
Bathroom Type 2

Type 'N' 12W LED 2D fixture for installation in stairwells and corridors

Type '4C'  34W 1200mm High performance LED IP65, dust and moisture resistant luminaire

Type 'M' 50W Solar Floodlight for security lighting, mounted on building's walls

600x600mm, 36W, super efficient Surface LED modular luminaries with curved diffuser

Type 'X' Bulkhead wall mounted light for the lift shaft

8W maintained LED Exit Emergency Light.  Minimum 3-hour autonomy.
EXIT

PIR Motion Sensor

25mm x 3mm tinned annealed copper tape for both roof & down conductors 

15mm multiple point copper air terminal complete with base

Type '4'  40W 1200mmX300mm High performance  dust and moisture resistant luminarie

C
Type 'C' 12W super efficient LED downlighter

F2

Type 'F2' 1500W High Volume Low Speed (HVLS) 5 blade ceiling fan for auditorium.
Blade size: 12 feet; Fan Speed: 50RPM; Noise Level: 50DB

F1

Type 'F1' 49W 3 Blade Basic Ceiling Sweep Fan .
Sweep: 1200mm; Fan Speed: 350RPM

E
Type  Maintained LED fixture for Emergency installation with 3 - hour autonomy

IP 67- Water & Dust Resistant, 4MP, Excellent low- light performance, 24
7  colourful imaging,

Efficient Compression Technology Bullet CCTV Camera

IP 67- Water & Dust Resistant, 4MP, Excellent low- light performance, 24
7  colourful imaging,

Efficient Compression Technology DOME CCTV Camera

Addressable Heat Detector

Addressable Smoke Detector

Addressable Fire Alarm Control Panel

Addressable Push Button, Electric Sounder & Beacon
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 PROCUREMENT(KEMFSED)
Ceramics  Floor Tiles.

ACCOUTANTS(KEMFSED)
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SAFEGUARDS (KEMFSED)
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OFFICE 01 (KEMFSED)
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