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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications

PROPOSED KENYA MARINE
FISHERIES AND SOCIO-ECONOMIC

DEVELOPMENT

MWAEPE  KWALE
 COUNTY

STATE DEPARTMENT FOR FISHERIES
AQUACULTURE AND THE BLUE

ECONOMY

WORKING  DRAWINGS.

ARPRIM CONSULTANTS
P.O BOX 12969-0040 NAIROBI
TEL: 020-884312/8
Website :www.arprimconsultants.com

TEDDY K.N.
B. Arch. (Hons),
(reg. No. A2067)

F. TUNDULI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1552 )

J. MOMANYI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1122 )

12-001-

D o o r  t y p e : D 0 0 1 D o o r  t y p e : D 0 0 3 D 0 0 2

 WASHROOM ENTRANCE|PWD  ABLUTION BLOCK  ABLUTION BLOCK

D o o r  t y p e : D 0 0 4D o o r  t y p e :

CONFERENCE ROOM| FISHERIES OFFICE

2,
10

0
30

0
30

0
1,

50
0

1100
40 800 40

90015
0

1,
95

0
2,

10
0

30
0

30
0

60
0

2,
40

0

15
0

2,
10

0
30

0

2,
10

0
30

0

2,
10

0
30

0

1500

FFL +0.000

FF +4200

RL +4050

B E A M

800*2100MM HARDWOOD MVULE
LOUVRED SINGLE LEAF

DOOR IRON MONGERY DETAILS AS
PER BoQ SPECIFICATIONS

B E A M B E A M

CUBICLES

6 N O . 2  N O . 4  N O .

PARAPLEGIC

1000*2100MM HARDWOOD MVULE
LOUVRED SINGLE LEAF

DOOR IRON MONGERY DETAILS AS
PER BoQ SPECIFICATIONS

1100*2400MM HARDWOOD MVULE
LOUVRED SINGLE LEAF DOUBLE

ACTING
DOOR IRON MONGERY DETAILS AS

PER BoQ SPECIFICATIONS

) ) ) ) ) ) ) )

1500X2400MM HARDWOOD
DOUBLE LEAF SOLID CORE MVULE

DOOR IRON MONGERY DETAILS AS
PER BoQ SPECIFICATIONS

RL +4050RL +4050

FFL +450

2  N O .

B E A M

D o o r  t y p e : D

BOAT BUILDING YARD

0 0 5 D o o r  t y p e : D

GENERAATOR ROOM|STORE

0 0 6 D o o r  t y p e : D 0 0 7

TANK ROOM/BATTERIES ROOM

3,
0

0
0

30
0

3500

3,
0

0
0

30
0

90
0

3000

1800

2,
40

0

FFL +0.000

FF +4200

4 N O .

3000X350000MM ALUMINIUM
ROLLER SHUTTER

DOOR IRON MONGERY DETAILS AS
PER BoQ SPECIFICATIONS

) )

2 N O .

3000X3000MM ALUMINIUM
ROLLER SHUTTER

DOOR IRON MONGERY DETAILS AS
PER BoQ SPECIFICATIONS

) )

B E A M B E A M

B E A M

) )

800*2100MM HARDWOOD MVULE
LOUVRED SINGLE LEAF

DOOR IRON MONGERY DETAILS AS
PER BoQ SPECIFICATIONS

3  N O .

POLYFUNCTION
& BOAT BUILDING YARD12.A
M W A E P E

DOOR SCHEDULE

A010



GSPublisherVersion 0.2.100.100GSPublisherVersion 0.0.100.100

GSPublisherVersion 0.0.100.100

Subject :

Client :

Project :

Consultancy :

Scale

Date:

Location :

Plot L . R. No.:

 Signature ........................

 Drawn by: Checked by : -

Job No .

.

Checked by : -

NOV 2023

1:100

REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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REVISIONS

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering.

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
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be encased in 150mm concrete surround.
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iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
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21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
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electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
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work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications
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drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
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and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
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CIVIL
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Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
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provide 9kg. dry powder fire extinguishers to ME
specifications

PROPOSED KENYA MARINE
FISHERIES AND SOCIO-ECONOMIC

DEVELOPMENT

MWAEPE  KWALE
 COUNTY

STATE DEPARTMENT FOR FISHERIES
AQUACULTURE AND THE BLUE

ECONOMY

WORKING  DRAWINGS.

ARPRIM CONSULTANTS
P.O BOX 12969-0040 NAIROBI
TEL: 020-884312/8
Website :www.arprimconsultants.com

TEDDY K.N.
B. Arch. (Hons),
(reg. No. A2067)

F. TUNDULI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1552 )

J. MOMANYI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1122 )

12-001-

D o o r  t y p e : D 0 0 1 D o o r  t y p e : D 0 0 2 D 0 0 3

washroom GUARD HOUSE DOOR PEDESTRIAN GATE

D o o r  t y p e : w 0 0 1w i n d o w  t y p e:

GUARD HOUSE WASHROOM

pv pv

w 0 0 2w i n d o w  t y p e: D 0 0 4D o o r  t y p e :

WAITING AREA

2,
10
0

30
0

30
0

900

2,
40
0

2,
10
0

30
0

30
0

900 15
2

19
50

750

15
00

90
0

600

2500

17
00

1000

FFL +0.000

B E A M

800*2100MM HARDWOOD MVULE
LOUVRED SINGLE LEAF

DOOR IRON MONGERY DETAILS AS
PER BoQ SPECIFICATIONS

B E A M

2 N O . 1  N O . 4  N O .

1000X1950 MS GALVANIZED AND
PAINTED SINGLE LEAF PEDESTRIAN

GATE
 IRON MONGERY TO BoQ DETAILS

1100*2400MM HARDWOOD MVULE
LOUVRED SINGLE LEAF DOUBLE

ACTING
DOOR IRON MONGERY DETAILS AS

PER BoQ SPECIFICATIONS

) ) ) ) ) ) ) )

1500X750MM ALUMINIUM FRAMED
WINDOW IRON MONGERY AS PER

BoQ SPECIFICATIONS

FFL +450

3  N O .

B E A M

RL +3000 RL +3000

2  N O .

B E A M

RL +3000

) )

900X600MM ALUMINIUM FRAMED
WINDOW IRON MONGERY AS PER

BoQ SPECIFICATIONS

) )

1000X1950 MS GALVANIZED AND
PAINTED SINGLE LEAF PEDESTRIAN

GATE
 IRON MONGERY TO BoQ DETAILS

2  N O .

A B
3,500

mm thick masonry wall
plastered and painted to

approval

RC gutter to S.eng
details

600mm highmasonry wall
with grey stone zero joint
finish

pv pv

RC foundation to S.Eng detail

RC slab to S.Eng detail.

RC beam to S.E
details

door to schedule

RC canopy

3,500

24
00

35
0

750

15
00

SECTION 01

GUARD HOUSE

Prepainted box profile
Aluminium roofing sheets
to timber Pulins including
12mm diameter x 150mm
raw bolts

MONUMENTAL GATE
MAIN ENTRANCE12.G
M W A E P E

G036

WINDOW & DOOR
SCHEDULE

SECTION 01



GSPublisherVersion 0.1.100.100GSPublisherVersion 0.0.100.100

GSPublisherVersion 0.0.100.100

Subject :

Client :

Project :

Consultancy :

Scale

Date:

Location :

Plot L . R. No.:

 Signature ........................

 Drawn by: Checked by : -

Drawing No..

REVISIONS

.

Checked by : -

NOV 2023

N.T.S

NOTES:

GENERAL
1. All measurements are shown in
millimeters.Measurements should not to be scaled off the
drawing.
2. The contractor must check and verify all dimensions
before commencing any work. Any discrepancy must  be
notified to the architect.
3. All sections should be read as per the floor plan and all
discrepancies must be notified immediately to the designer
and clarified by consulting the respective consultants'
drawings.

CONSTRUCTION
4. Damp proof course must be provided under all external
walls at grade. DPC to be minimum 150mm above ground
level.
5. All slab at grade to be poured on 1000gauge
polytheneon 50mm stone dust blinding on compacted
hardcore.
6. All soils under slab and around external foundation to be
treated for termite control.
7. Window cills must be finished before internal plastering

CIVIL
8. All soils on cut embankment to be stabilized. The slope is
not to exceed the natural angle of repose of the soil.

STRUCTURAL
9. All RC works to Structural Engineer's details.
10. Depth of foundation to be determined on site to SE
approval.
11. All walls less than 200mm thick to be reinforced with
hoop iron at every alternate course.

MECHANICAL
12. All plumbing and drainage to comply with the relevant
approving local authority's specifications.
13. All service ducts to be accessible from all floors.
14. Deep seal or anti-vac to all fittings connected to the
SVP's or waste pipes. All bends and junctions to have
inspection plates.
15. SVP to be provided at the head of the drainage.
16. Drain pipes passing beneath buildings and driveways to
be encased in 150mm concrete surround.
17. All underground foul and waste drain pipes shall be
UPVC and comply to BSS 4514 and 5255. cast iron to
comply to BSS 497 table 6 grade C except ones in the
driveway which shall comply to BSS 556.
18. All inspection chamber covers and frames shall be  cast
iron to comply to BSS 497 table 6 grade C except
19. Storm water drain shall comply to BSS 556.
20. Minimum slopes to drains shall be 1%.
21. No chasing will be allowed in the slabs for pipes.
Sleeves will be allowed in the slabs with the written approval
of the Structural Engineer.
22. All testing of pipes must be completed before
plastering.
23. All mechanical works must be co-ordinated with
electrical works. Any conflicts must be clarified before wok
begins.

ELECTRICAL
24. All conduits must be laid before plastering.
25. All electrical work must be co-ordinated with
mechanical works. Any conflicts must be clarified before
work begins.

FIRE
26. Instal water ring main with fire hydrant with 2.5"
instantaneous coupling adaptors
27. Provide underground water tank with automatic electric
booster pump for ring main
28. provide automatic push button fire alarm system
29. provide heat and smoke detectors in each room
provide 9kg. dry powder fire extinguishers to ME
specifications

PROPOSED KENYA MARINE
FISHERIES AND SOCIO-ECONOMIC

DEVELOPMENT

MWAEPE  KWALE
 COUNTY

STATE DEPARTMENT FOR FISHERIES
AQUACULTURE AND THE BLUE

ECONOMY

WORKING  DRAWINGS.

ARPRIM CONSULTANTS
P.O BOX 12969-0040 NAIROBI
TEL: 020-884312/8
Website :www.arprimconsultants.com

TEDDY K.N.
B. Arch. (Hons),
(reg. No. A2067)

F. TUNDULI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1552 )

J. MOMANYI
B. Arch. (Hons)
, M. Arch.
(reg. No.A1122 )

12-001-

2,
20

0
20

0
10

0

2,
50

0

500

50
0

3,500(varies)3,500(varies)

500

50
0

400400400

40
0

40
0

40
0

20
0

20
0

20
0

2,
20

0

300x300 stone-clad RC column
to SE details

230mm thick natural stone walling
with horizontal keys only

outline of foundation

ex 500x500x100mm
pcc coping

ex 500x500x100mm
pcc coping

outline of
pcc coping above

230mm thick
masonry stone walling

(horizontal keys only)

ELEVATION
scale1:50

scale1:50

A

A

COPING PLAN
scale1:50

PLAN
OUTSIDE

INSIDE

2,
20

0
30

0

2,
50

0

ex 500x500x100mm p.c.c.
coping to columns

300mm wide pcc coping

230mm thick masonry
stone walling with
horizontal keys only

300x300mm stone- clad
RC column to SE details

R.C. foundation
to S.E . details

Line of Plot Boundary

Line of Plot Boundary

scale1:25
SECTION A-A

OUTSIDEINSIDE

(to S.E det)(to S.E det)

16,200

Boundary wall total length

BOUNDARY WALL
MAIN ENTRANCE12.H
M W A E P E

H037

BOUNDARY WALL



PAGE DRAWING TITLEDRAWING NUMBER

1

2

3

4

5

6

12-002-001

ABLUTION BLOCK 

POLYFUNCTION - FOUNDATION LAYOUT, RAMP & STAIRCASE

POLYFUNCTION BLOCK - FOUNDATION AND COLUMN DETAIL 

POLYFUNCTION BLOCK - LIFT CORE DETAIL 

POLYFUNCTION BLOCK - FIRST FL LAYOUT & SLAB DETAIL 

PROPOSED MWAEPE FISH LANDING SITE, KWALE COUNTY. 

12-002-002

12-002-003

12-002-004

12-002-005

12-002-006

DRAWING LIST

7

POLYFUNCTION BLOCK - SECOND FL LAYOUT & SLAB DETAIL 

12-002-007

8

POLYFUNCTION BLOCK - 3RD & 4TH  LAYOUT & SLAB DETAIL 

12-002-008

9

POLYFUNCTION BLOCK - TYPICAL BEAM & GUTTER DETAIL 

12-002-009

10

RESTAURANT BUILDING - FOUNDATION LAYOUT & DETAIL 

12-002-010

11

RESTAURANT BUILDING - ROOF, GUTTER & BEAM DETAIL 

12-002-011

12

RESTAURANT BUILDING - ROOF SLAB RC & COLUMN DETAIL 

12-002-012

13 12-002-013

14

MODERN FISH BANDA - FOUNDATION, COLUMN & STAIRCASE

12-002-014

15

MODERN FISH BANDA - ROOF 01 & ROOF 02 SLAB RC DETAIL 

12-002-015

16

STALLS BUILDING - FOUNDATION, COLUMN & BEAM DETAIL 

12-002-016

17

STALLS BUILDING - ROOF LAYOUT AND SLAB DETAIL 

12-002-017

18

STALLS BUILDING 1 - STRUCTURAL DETAIL 

12-002-018

19

CIVIL WORKS 1

12-002-019

20

CIVIL WORKS 2

12-002-020

21

CIVIL WORKS 3

12-002-021

SITE PLAN

POLYFUNCTION BLOCK - UNDERGROUND TANK DETAIL 

GUARD HOUSE - LAYOUTS, FOUNDATION AND COLUMN

22 12-002-022

23 12-002-023

24 12-002-024

GUARD HOUSE - BEAMS, GUTTER AND TRUSS DETAIL

CIVIL WORKS 425 12-002-025

BOUNDARY WALL DETAIL26 12-002-026

A

B

C

Rev

D

Description
By

Date

CLIENT:- PROJECT TITLE:-

DRAWING TITLE:-

Checked by

Drawn by

Scale

DAN

AS SHOWN

Consultant:-

NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

DRAWING NO. 12-002-01

DAN

STATE DEPARTMENT FOR FISHERIES,

AQUACULTURE AND THE BLUE ECONOMY.

ARPRIM CONSORTIUM

P.O. Box 12969-00100,

Nairobi, KENYA.

Tel: 02 608 906

Fax: 02 608 907

E-mail: info@arprimconsultants.com

PROPOSED KENYA MARINE FISHERIES AND

SOCIO-ECONOMIC DEVELOPMENT (KEMFSED) NATIONAL

AND COUNTY FISHERIES INFRASTRUCTURE.

PROJECT:-

HOH

PROPOSED MWAEPE FISH LANDING SITE - DRAWINGS LIST

PROPOSED MWAEPE FISH LANDING SITE, KWALE COUNTY.

                          Stairs, Slabs & Walls      = 35mm
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 40mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 40mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 40mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 40mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm
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        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 40mm

                          Foundations                   = 75mm
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 40mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².

AutoCAD SHX Text
Designed by



5 4 3 2 1 2 3 4 5

C

C

B

A

4150 4100 2400 4050 4120 2350 4150 4100 1227

-

2
6
5
0

7
3
0
0

1
7
0
0

3
1
9
5

1
6
0
9
5

31672

-

-

1
2
5
0

5

1025

ROOF SLAB RC DETAIL

(SCALE 1:100)

145T12-01-200B1

84T10-02-200T2

84T10-04-200T2

145T12-05-200B1

8
3
T

1
0
-
0
6
-
2
0
0
B

2

3
8
T

1
0
-
0
7
-
2
0
0
T

2

1
8
T

1
0
-
0
8
-
2
0
0
T

2

2
7
T

1
0
-
0
9
-
2
0
0
T

1

5
6
T

1
0
-
1
0
-
2
0
0
T

1

1
8
T

1
0
-
1
1
-
2
0
0
T

2

2
7
T

1
0
-
1
2
-
2
0
0
B

2

3
8
T

1
0
-
1
3
-
2
0
0
T

2

2
7
T

1
0
-
1
5
-
2
0
0
T

1

3
8
T

1
0
-
1
6
-
2
0
0
T

2

1
8
T

1
0
-
1
8
-
2
0
0
T

2

2
7
T

1
0
-
1
9
-
2
0
0
T

1

3
8
T

1
0
-
2
0
-
2
0
0
T

2

5
6
T

1
0
-
2
1
-
2
0
0
B

2

8
3
T

1
0
-
2
2
-
2
0
0
T

1

5
6
T

1
0
-
2
4
-
2
0
0
T

2

145T10-03-200T1

5
6
T

1
0
-
2
3
-
2
0
0
B

2

5
6
T

1
0
-
1
7
-
2
0
0
T

1

5
6
T

1
0
-
1
4
-
2
0
0
T

1

(20) (20) (32) (32) (41)

(20)

(20) (32) (20) (20) (52)

(32) (20) (20) (52)

(6) (6) (6) (6) (9) (9) (6) (6) (3) (3) (12) (12)

(6) (6) (9) (9) (6) (6) (6) (6) (14) (14)

(
2
7
)

(
3
6
)

(
2
0
)

(
9
)

(
9
)

(
1
1
)

(
7
)

(
2
0
)

(
2
7
)

(
2
7
)

(
2
7
)

(
2
7
)

(
2
7
)

(
2
7
)

(
2
7
)

(
3
6
)

(
2
0
)

(
3
6
)

(
2
0
)

(
3
6
)

(
2
0
)

(
3
6
)

(
2
0
)

(
3
6
)

(
2
0
)

(
1
1
)

(
7
)

(
1
1
)

(
7
)

(
1
1
)

(
7
)

(
2
0
)

(
9
)

(
9
)

(
2
0
)

(
9
)

(
9
)

(
2
0
)

(
9
)

(
9
)

(
2
0
)

(
9
)

(
9
)

(
3
6
)

(
2
0
)

SEC: 6a-6a

Scale 1:25

250

3
5
0

T8-04

1
5

0

GROUND FL

4T16-05

6a 6a

4
5

0

2
8

5
0

3
3

0
0

1
2

T
8

-
0

4
-
1

5
0

ROOF

1
2

5
0

7
5

COLUMN C1

27 NO.THUS

350X250

Scale 1:50

A

B

C

Rev

D

Description
By

Date

CLIENT:- PROJECT TITLE:-

DRAWING TITLE:-

Checked by

Drawn by

Scale

DAN

AS SHOWN

Consultant:-

DRAWING NO. 12-002-14

DAN

STATE DEPARTMENT FOR FISHERIES,

AQUACULTURE AND THE BLUE ECONOMY.

ARPRIM CONSORTIUM

P.O. Box 12969-00100,

Nairobi, KENYA.

Tel: 02 608 906

Fax: 02 608 907

E-mail: info@arprimconsultants.com

PROPOSED KENYA MARINE FISHERIES AND

SOCIO-ECONOMIC DEVELOPMENT (KEMFSED) NATIONAL

AND COUNTY FISHERIES INFRASTRUCTURE.

PROJECT:-

HOH

RESTAURANT BUILDING - ROOF SLAB RC AND COLUMN

DETAIL

PROPOSED MWAEPE FISH LANDING SITE, KWALE COUNTY.

NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 40mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.
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                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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NOTES

1. Read this drawing in conjunction with relevant G.A.,

    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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    Services and  Architectural drawings. Any descrepancy

    to be reported to the Engineer.

2.All dimensions are in millimetres unless  specified

   otherwise.

3. All levels are indicated in m unless specified otherwise.

4. Minimum cover to all reinforcement to be:

                          Stairs, Slabs & Walls      = 25mm

                          Beams (main bars)         = 25mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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4. Minimum cover to all reinforcement to be:
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                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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5. Maximum tolerance on concrete cover is +/- 5mm.
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    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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                          Stairs, Slabs & Walls      = 35mm

                          Beams (main bars)         = 35mm

        Post-tensioned beams   = 40mm

                          Columns (main bars)      = 50mm

                          Foundations                   = 75mm

5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.

8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.
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5. Maximum tolerance on concrete cover is +/- 5mm.

6. All high tensile (T) and mild steel (R) bars to be in

    accordance with BS 4449 and  fabric mesh to be

    made from cold worked steel  bars in accordance

    with BS 4483.

7. Minimum laps to all bars to be 50Ø unless  stated otherwise.
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8. Safe Bearing Pressure taken to be 250 KN/m².

9. Nominal aggregate size to be 20mm.

10. Structural concrete to be Class 25 unless stated otherwise.

11. Concrete blinding to be Class 15 unless stated otherwise.

12. Masonry Strength to be 7.0 N/mm².
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